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¢§® THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND
UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL
' EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE.,
1o THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED
AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED
SECTIONS, AND THE HIGHEST ROADWAY PROFILE GRADE
FOR OPEN SECTIONS TO MEET CLEARANCES AS SPECIFIED
IN MD STD. 816.03, MD STD. 818.01. MD 818.02, AND
MD STD. 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE
GRADES PRIOR TO THE INSTALLATION OF ALL PROPOSED
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e MUST MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09
AND FIG. 4E.2 AND THE NCHRP PUBLICATION, “ACCESSIBLE
PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE”. IF NOT MET,
THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS
UNTIL A DESIGN WAIVER IS OBTAINED AND APPROVED BY THE
DIRECTOR OF THE OFFICE OF TRAFFIC AND SAFETY.
5. PROPOSED SIGNAL EQUIPMENT SHALL BE INSTALLED PRIOR TO
THE CONSTRUCTION OF SIDEWALKS AND PEDESTRIAN RAMPS.,
AND THE INSTALLATION OF DETECTABLE WARNING SURFACES.
6. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING UNUSED
CABLES FROM EXISTING HANDHOLES AND CONDUITS UTILIZED
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